Hardware Conversion for T2Laser (v1.3y and above)

If your controller board does not look like below (may be a different color but
should say EleksMaker Mana SE), STOP and use the conversion4.pdf document.
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1. Install firmware (Grbl)
a. Make sure your machine is connected (USB cable) but switched OFF

b. Open T2Laser
c. Click the controller icon % = Mgdl—{ dg -
d. Select the laser COM port from the drop down box 7w = ey
i. The actual COM number will depend on your system s
e. Select “Upload Firmware (x.xx)” from the Machine Menu Rl
i. Select “Yes” and the firmware upload will begin icad s 09
ii. Wait for the upload to finish E;E%mtw?t ’
2. Test your connection S ——
a. Connect your machine T E— s
i. Click the lightning bolt 1500 ~ \ﬂ

ii. After it shows “Connected” you should receive a “Grbl x.xx Ready” message which confirms
that the laser is responding

X: 0.0
iii. The XY positions should also be displayed v 0.0

No warranty is provided whatsoever, whether express, implied, or statutory, including, but not limited to, any warranty of
merchantability or fitness for a particular purpose or any warranty that the contents of the item will be error-free.

In no respect shall we be liability for any damages, including, but limited to, direct, indirect, special, or consequential damages
arising out of, resulting from, or any way connected to the use of this software; whether or not injury was sustained by persons
or property or otherwise; and whether or not loss was sustained from, or arose out of, the results of, usage of this software.

T2Laser is protected by copyright laws and international treaties. Unauthorized distribution, reproduction, decompiling or
otherwise reverse engineering of this program, or any portion of it, may result in severe civil and/or criminal penalties, and will
be prosecuted to the maximum extent possible under the law.
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